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NATTIONAL AIDVISORY COMMITTEE FOR AERONAUTICS
TECHNICAL NOTE NO. 1309

CORRELATION OF TWO EXPERIMENTAL METHODS OF DETERMINING
THE ROLLING CHARACTERISTICS OF UNSWEPT WINGS .

By Robert Macliechlan and William Letko
SUMMARY

The rolling moments of one tapered wing and two geometrically
similar rectangular wings were meassured both in rolling flow with
the wing statlonary and in straight flow with forced rotation of
the wing to obtain a correlation between the two methods of testing
and to determine the rolling characteristics of the wings.

The results showed that for unswept wings the rolling charac-
teristics (the rate of change of rolling-moment coefficient and the
rate of change of ailleron hinge-moment coefficient with rolling
velocity) obtained by rotation of the air agreed with those obtained
by forced rotation of the wing. Calculated values of the rolling
characteristics of the three wings checked closely the experimsntel
velues. The calculations showed that, for the wings tested, the
variation of damping in roll with angle of attack depends primerily
on the varistion in the slope of the lift curve with angle of attack.
The vesults slso showed that, when the wing was yawed, the values of
the damping in roll and of the variation of aileron hinge moment
with roll were approximately proportional to the square of the cosine
of the angle of yaw.

INTRODUCTION

In order to predict elther the dynamic stability of an airpleane
or the alrplane motions resulting from movement of the lateral
controls, accurate values of the dynamic latersl-stability derivatives
of the alrplans must be known. Included in the present investigation
are two methods by which the derivatives resulting from roll may be
measured. The first of these methods, which has in the past been
uged by the National Advisory Committee for Aeronautics, provides
for forced rotation of the model in a straight air stream. The B
second method provides, instead, for rotetion of the air stream _
(rolling flow) with the model fixed. In order to obtain a correlation
between the results obtained by these two methods, s tapered wing and
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two goomertrically similar rectangular wings of different span were
tested both in rolling flow with the wing stationary and in stralght
flow with forced rotation of the wing. The rolling-flow msthod

does not exactly simnlate the conditions of an alxplane in steady
roll or the conditions of the model in foresd rotation. With rolling
flow there is a variation of static pressure with distance from the
center of rotation to balance the centrifugal force caused by the
alr rotation. Such a condition does not exlst for the case of an -
alirplene in gteady roll or for model rotation. If the body to be
tested is symmetrical, any forces resulting from the pressure .
gradient should cancel. The pressure gradient, however, tends to
cause an inward flow in the boundary layer of the wing, which might
be expected to alter the characteristics of the variocus sections
along the span of the wing. The investigation was therefore made

to determine whether this effect would cause any appreciable change
in the demping in roll of unswept wings. The two rectangular wings
of different span were testéd so that an indication of the uniformity
of rolling flow across the tunnel could be obtalned.

SYMBOLS

a angle of attack, degrees -
¥ angle of yaw, degrees

Chn alleron hinge-moment cosfficient (ﬂiﬂ&e mmﬁﬁt)
; ' 4Cy“bg

ACy  increment of sileron hinge-moment coefficlent

Rolling momen'b)

Cy rolling-moment coefficient ( =
g

aCy increment of rolling-moment coefficient

C; damping coefficient; that is, rate of change of rolling-moment

. . . C’Dz
coefficlent with wing-tip he;ix &_nsle in radiane (;?{‘,5072"7.5

%.3 wing~tip hellx angle, radlans

aPR Incrarent of wing-tip helix angls, raic;iané

—
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Chp " rate of changs of hinge moment with wing-tip helix
( 3C),

=ngte \ 3/

Ch,, rate of change of aileron hinge moment with angle of
: -

attack, per degree 3o/

Sy, section lift-curve slope, per degree
C

(?P) sbsolute value of the ratio
o . ;

2
Cha

alleron deflection (positive downwerd), degrees

a
b wing spen, feet
b, aileron spaﬁ, feet i
Cq ailefon chord, feet
S area of wing, square feet
rolling velocity, radiansg per second
v alrspeed, feet per second
A ratio of $ip chord to root chord of wing
a free-gtream dynamic pressure, pounds per squars foot
R Reynolds number

APPARATUS AND TESTS - ST T

The tests were made in the 6-Ffoot-dlameter teat section of the
Langley stabllity tunnel which ls illustrated in figure 1.

The model was mounted on & support which, when not locked, was
free to rotate gbout the tunnel center line. For the forced rotation
tests, the rate and direction of rotation of the model were regulated
by changing the angle of attack of a small driving alrfoll attached
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to the support as shown in figure 2. For the rolling-flow tests the
model was fixed and the air stream was roteted by means of the rotor
shown in figure 3. This method has the advantage that all forces
and moments can be measured with the model mounted on a coaventional
balance system.

Rolling momenis were measured at various engles of attack and
Yaw for all the wings and, for the tapered wing, aileron hinge
moments were also measured at zero aileron deflection. Rolling-
moment readings were obtained from straln gages mounted on & bean
vwhich formed the Junctlon between the model and the model support.
The ajleron hinge moments were also measured by strain gages.

The principal dimensions of the three wings tested are glven in
figure 4. Each of the models was mede of laminated mehogany. The
tapered wing was equipped with plein allerons (fig. %), to one of
which was attached strain gages for hinge-moment measurement. The
model configurations tested are given in talble I.

The straight-flow tests with model fixed were made so that cha

could be chtained. All the tests were made at a dynamic pressure of
64.3 pounds per sguare foot which corresponds te test Reynolds numbers

of gbout 1.02 x 106 for the 4-foot-span wings and 1.28 x 106 for the
5-foot~span wing.

RESULTS AND DISCUSSION

A preliminsry investigation of the rotational distribution
produced by the rolling-flow rotor indicated that the alr-stream
angle did not increase linearly with distance from the center of
the tunnel. It was found, however, that, if the air-stream angles
produced by positive and negative rotation were averaged, a nearly
linear variation of air-stream angle with distance would be obtained.
Because of warping of the rotor blades, however, the variation of
air-stream angle at zero rotor speed was appreciable. In order
to eliminate the effects of the variation of air-stream angle, the
date obtained with aire-stream rotation have been presented in the
form of increments of (3, Cp, and pb/2V. These increments were

celculated by subtracting the values of G, Cy, end pb/2V obtained
with the smallest positive air-stream rotation from those obtained at
the higher positive air-stream rotetions and by averaging with these
results the corresponding results produced by subtracting from the
velues cbtained at the smallest negative air-stream rotation the
values at higher negative air-stream rotations. These averaged incre-
ments are presented in figures 5 to.8 with additional points obtained
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from model-rotation. tests (both positive and negative model-rotation
data have been plotted, by appropriate changes in sign, in the positive
Apb/2V range) . From these figures, values of CZP and Chp were

meagured for inclusion in figure 9 and teble II, respectively. No
wind-tunnel corrections were made to the date inasmmch as the lif't
coefficlent was not measured; however, at a 1lift coefficient of 1.0,
the angle-of-attack correction for the S-foot-span wing was estimated
to be about 1°. '

Comparison of Forced-Rotation and Rolling-Flow Results

The Czp and Chp results obtelned by the two experimental methods

(fige. 5 to 8) showed consistent agreement, and indicated that, for
unswept wings, the rolling-flow test procedure should be satisfactory.

A comparison of the results of the L-foot- and 5-foot-span rec-
tangular wings (fig. 9) showed very little difference in corresponding
values of CZP and indlcated that the uniformity of rolling flow across

the tunnel was satisfactofy for unswept wings of spans up to 5 feot .

Demping in Roll
The qxperimental values of CZP are plotted in figure 9 and are

compered with values of CZP calculated from theoretlcal values of
czp/clm given in figure 2 of reference 1 and from section 1lift data

from the Langley two-dimensional low-turbulence tunnel. The section
1lift data for the two airfoil sections used are presented in figure 10
with additionel curves showing the varlation of section lift-curve
slope 1 with angle of attack. In calculating the values of CZP

the section lift-curve slope at each angle of attack wae used. This
method of calculation is approximate, particularly at the higher angles
of attack, since, for a finite-span wing, the sectlon lift-curve slope
will not remain constant at all sections along the span of the wing.

The agreement between the experimental and calculated curves (fig. 9)

is generally considered fair and at smell angles of attack is considered
very good. For the wings tested, the variations in CZP wlth angle

of attack are caused primsrily by variations in the section 1lift~
curve slope.

The damping in roll of the wings when yawed was found to be approxi-
mately proportional to cosew (fig. 11). This relation was expected,
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since the velocity component normal to the leading edge varies as the
cos V¥ ‘and, therefore, the dynamic-pressurs component normal to the
leading edge (to which the forces and moments are proportional) varies

approximately as the cos? V.

Rate of -Change of Alleron Hinge Momsnt with Rate of Roll

A calculated value of Cmé)c for the aileron of the tapered
h _

wing wes obtained by use of the information given in figures 3 and 4
of reference 1. The value obtained, 0.519, wes then multiplied by
values of Cha obtained from wind-tunnel tesits of the tapered wing

in straight flow (fig. 12) to give values for Chp. Thess values of
Chp: together with the values obtained by the rolling-flow and forced-
rotation tests; are presented in teble II. = .

Because of the low magnitudes of Chm for this particular alleron=
wing conflguration, all the values of Chp were small. At an angle
of & the values of Chp were generally higher than_at zeyo angle of
attack. This incresse results from the increase in Ch¢ a8 the angle
of attack becomes higher. The value of Chp was found to be approxl-
mately proportional to coszq/ a8 was Czp.

CONCLUSIONS

The reaults of relling-wing and rolling-flow tests on 4- and 5-
foot-gspan rectangular wings and a h-foot-span tapered wing in the
Langley stability tunnel indicate the following general conclusions:

1. For unswept wings, the values of CZP and Chp (the rate of

change of rolling-moment cosfficlent and the rate of change of alleron
hinge-moment coefficient, respectively, with wing-tip helix angle)  _
obtained by rolation of the air agreed with those obtained by forced
rotation of the wing. '
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2. The values of CZP and Chy, obtained checked closely with

calculated values. The calculations showed that, for the wings tested,
the varietion of CZP with angle of attack depends primarily on the

variation in the slope of the lift curve with engle of attack.

3. When the wing was yawed, the values of both CZP and Chp

were approximately proportional to the sguare of the cosine of the
angle of yaw.

Langley Memorisl Aeronsutical Laboratory
Netional Advisory Committee for Aeronautics
Langley Field, Va., April 4, 1947
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TABLE I.- TEST PROGRAM

Tapered wing

Rectangular wing

(65, = O)
o L
(deg) |(deg)

Rolling flow

20
2)
L
6
ag
10
12

14
16 |

V

g
E

Straight flow
(model fixed)

OOME D O ny

10
1z

0
15
30

o LY
(deg) | (deg)
Rolling flow;

L-ft span

0

8o 15

) . 30
2

4 0
6

0

88 5

1d]>

12

14 ©

16

8150 tested with Forced rotation of

wing in straight flow

NATIONAL ATVISORY

CCMMITTEE FOR AERONAUTICS
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TABLE ITI.~ ATLERON HINGE-MOMENT VALUES FOR THE TAFERED WING

v o Chm ChP ‘
(deg) (deg) Theoretical Experimental
0 O -0 .00 -0 .0011 -0 .001&
0 8 - 0069 -.0036 - .0030
15 0 - 0020 -.0010 ~.C011
30 0 - 0016 - .0008 - 0008 .

NATIONAL ADVISORY
COMMITTEE FOR AERONAUTICS -
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Figure 2,- View of 4-foot tapered model mounted in tunnel, showing
small driving airfoil attached to model support.



Fig. 3
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Close-up view of rotor.

Figure 3.-
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Figure 4.- Plan forms of wings tested.
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Figure 5.~ Variation of rolling-moment coefficient with wing-tip helix
angle. Tapered wing.
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